
PU-NC-□ CONTROLLER UNIT

Wide operating voltage range in a single 
unit, from AC/DC 100V~240V 
Proximity and photoelectric switches power 
supply controller
Use isolated switching power supply with 
stabilized, output source is DC 12V  250mA 
or DC 24V 150mA
1C (SPDT) output contact with 5A capacity

SPECIFICATION :CHARACTERISTIC :

TYPE SELECTION :

Type

Output voltage/current

Connet proximity P-N type

Active Hi or Low active

C07-1

ANLY CONTROLLER

DC 24V / 150mA

PU-NC-1
DC 12V / 250mA

PU-NC-2

50 / 60 Hz

85~110% of rated operating voltage

- - - -

Operating voltage

Rated frequency

Contact rating

Reset time

Power consumption

Life

-10 ~ +50℃

MAX 85%RH

(without condensation
& freezing)
(without 
  condensation)

Ambient temperature

Ambient humidity

Altitude

Allowable operating

Mechanical: 5,000,000 times
Electrical:       100,000 times

250VAC 5A (resistive load)

Approx. 2VA

voltage range

MAX 2000m

Weight Approx. 97g

AC/DC(V) : 100-240

Product is subject  to change without not ice.
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TIMING CHART :

CONNECTION :

DIMENSIONS : (mm)

PU-NC-1 PU-NC-2

N type(Surface Mounting): Using PF085A Socket & FH-3
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Tolerance:±0.1


